Rl

Systems & Solutions

T45 P T30 1; 5, P50, P25

§



L | WLV | TU [DI.2F]| 1 1L | 1MUY | wOou

| T9 | 21& | £.00 | F.UY | IS | £.T9 | 1%0.0] J.0U |

Z"avefﬁ})y ﬁ"rzya/or cSpecz'af Seatures

Four-Wheel Stance: Solld construction
with wide wheel track and high crop
clearance.

Automotive type steering ensures
excellent tracking ability.

Pivoting front axle adjusts to suit
uneven terrain.

Piston Drive: Machine is fitted with a
double acl:m%plston drive which is
manufactured from Gunmetal and
Stainless Steel.

The control valve is similar construction
and is actuated mechanically.

This design has the minimum of
moving parts and gives simple,
trouble-free and reliable service.

Other Features: Chassis is of hea
construction which makes the ma e
very robust and able to support the
feature of high crop clearance.

All'machine parts are of heavy duty

Protection: All main machine parts
design i.e.

are galvanized or plated before
assembly.

= Pawl and ram bolts

*» Cable drum shaf‘t

* Rocker arm

» Hose reel spool shaft and
« Front axle pivot pin

These high stress points are also fitted
with heavy duty bearings.

MAXIMUM TRAVEL SPEED
36" / MINUTE

Hose reel is horizontally mounted and
fitted with a clutch and adjustable hose
reel brake. It is driven from the P.T.O.
by a gearbox through sprockets and
roller chain.

Filter: Inline full flow filter is fitted to
protect valve and ram from sand
particles.

The filter can be flushed during
operation.










